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FilterLock
FilterLock by AllergyZone utilizes 
a magnetic cover to seal your
furnace or air conditioning
system providing protection and
reducing energy. The FilterLock
is placed over the filter slot (or
any seams in metal ductwork) to
eliminate the entry of unfiltered
air into your forced air system. It
works to eliminate leaks in your
system, decreasing your energy
use. Sealing your air filter slot
will keep contaminates out of
your duct work by physically
blocking allergens and dust from
entering the system.
•   Seals furnace and air
conditioning air filter slots

•   Eliminate leaks to help reduce
utility bills and save energy

•   Improve indoor air quality by
blocking allergens and dust
from entering your duct work

•   Easy to install and take off by
magnetically attaching to
metal ducts

•   Universal fit for 1 inch filter slot:
includes 2 FilterLock seals: dimensions: 4-3/4" wide and 25" inch long

MARS NO. DESCRIPTION MARS PACK

93517 FilterLock Seals 1” up to 25” Length 25

Cloth Duct Tapes
MARS is committed to supply high
quality tape products to the HVAC/R
industry. MARS offers 5 grades of
the most popular duct tapes for a
wide variety of applications.
MARS #79070 is the tape of choice
for professional contractors. This
double-calendered adhesive
system is designed to meet the
most rigorous demands of HVAC
and asbestos removal specialists.
Also available in black.
MARS #79072 and 79073 are
recommended for use in many
heating, air conditioning, ventilating
and refrigeration applications.
MARS #79074 and 79075 has an excellent adhesion for a wide variety of
surfaces. Excellent for most industrial applications.
MARS econo grade is an all around economical duct tape product for
binding, patching and repair applications.
MARS #79088 is a heavy duty printed duct tape used to seal metal duct
work, fiberglass insulations and to cover thermal insulations. Will not
twist or curl during application. Meets UL723. Max temp 200°F with 4-
1/2” repeat.

MARS NO. DESCRIPTION SIZE MARS PACK

79070 Premium grade silver 2” x 60 yds. 24
79071 Premium grade black 2” x 60 yds. 24
79072 Professional grade silver 2” x 60 yds. 24
79073 Professional grade black 2” x 60 yds. 24
79074 Industrial grade silver 2” x 60 yds. 24
79075 Industrial grade black 2” x 60 yds. 24
79077 Mars econo grade silver 2” x 60 yds. 24
79088 Heavy duty printed black 2” x 60 yds. 24

79071

79070

MARS NO. DESCRIPTION SIZE MARS PACK

79081 Aluminum foil tape 2” x 50 yds. 24
79082 Aluminum foil tape 3” x 50 yds. 16
79083 Foil scrim kraft tape 2” x 50 yds. 24
79084 Foil scrim kraft tape 3” x 50 yds. 16

MARS Foil Duct Tapes

Mars #79081 and 79082 are dead-soft 
aluminum foils with aggressive
adhesive ]properties. The FSK
foil scrim kraft tape is a
fiberglass scrim reinforced foil
that gives the tape high tensile
strength, yet it is flexible and
easy to use.

79081

MARS NO. DESCRIPTION SIZE MARS PACK

79087 U.L. 181 foil tape 2 1/2” x 60 yds. 16

U.L. Listed Tapes

Mars #79087 is a UL181A-P
listed foil. This foil product has a
more technically sophisticated
acrylic adhesive system
designed to meet the more
stringent demands of UL.

MARS NO. DESCRIPTION MARS PACK

79094 Spray adhesive, 17 fl. oz. 12

Spray Adhesive

Mars #79094 is especially
designed to bond polyethylene to
itself, concrete block, wood and
other hard to bind surfaces.
Does not contain methylene
chloride. Very quick, aggressive
tack. Excellent for HVAC
insulation applications.

79087

79094


