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MOTOR ACCESSORIES
MOTOR ADAPTER KITS

MOLEX CONNECTOR KIT
Facilitates speed changing on direct drive blower
motors. Kit contains plastic insulating plug, mount-
ing bracket and associated wire connectors.

P/N 

P251-0055 

The P251-0073 Motor Mount is an economical alternative
to conventional mounts that require rubber grommets.
• Fits 9” or 10” Blowers.
• Maximum Motor weight is 16 lbs.
• Used with 5-1/2” diameter direct drive blower motors.

P/N 

P251-0073 

BELLY BAND ADAPTER KITS

P/N 

MOTOR

FRAME 

BOLT

CIRCLE 

EMERSON

NO 

P251-0010 42 9-9/32 " 16

P251-0011 48 10 " 17

Stamped steel motor mounting kits for 42 and 48 frame
direct drive blower motors. Kit contains belly band,
mounting arms, rubber isolation grommets and 1/4-20
sleeved bolts and nuts for attaching mount to fan housing.

P/N 

BOLT

CIRCLE 

MOTOR

DIAMETER 

P251-0074 11.6 " 5.5 "

P251-0075 11.0 " 5.0 "

Brackets for mounting direct drive blower motors
which have 2-1/2” diameter resilient rings attached.
Mount attached to the venturi of blower housing.

P/N 

MAXIMUM

MOTOR DIA 

BOLT

CIRCLE 

BLOWER

SIZE 

P251-0070 5.5 " 9.0 " 9 "

P251-0071 7.5 " 10.2 " 10 "

P251-0072 7.5 " 11.7 " 12 "

Adjustable Motor Mount Kit
Use when replacing motors which originally had
welded on mounting ears. Mounting ears have 5/16”
slots and 3/4" knockouts which are adaptable to a
wide range of mounting dimensions.

P/N 

P251-0015 
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